
MATERIAL

NO.

1 228‐34016‐02 D2 Lamp for Shimadzu HPLC Prominence SPD‐20A

2 228‐37401 D2 Lamp for Shimadzu HPLC LC‐2010CHT

3 228‐34016‐00 Deuterium Lamp for SPD‐M10Avp and SPD‐M20A

4 34‐46‐02627 OPTIMIZE ALL CHECK VALVE FOR HPLC SHIMADZU

DETAIL SPECIFICATIONS:

OPTI‐MAX Inlet Cartridge (Check Valve in) 2 set.

OPTI‐MAX Outlet Cartridge (Check Valve out) 2 set.

WARRANTY COMPATIBLE WITH ORIGIN PARTS FOR LC‐

20AD, LC‐10AD, AND LC‐10ADVP PROMINENCE.

5 34‐86‐04139 OPTIMIZE ALL CHECK VALVE FOR UHPLC SHIMADZU

DETAIL SPECIFICATIONS:

OPTI‐MAX Inlet Cartridge (Check Valve in) 2 set.

OPTI‐MAX Outlet Cartridge (Check Valve out) 2 set.

WARRANTY COMPATIBLE WITH ORIGIN PARTS FOR LC‐

20ADXR, LC‐20ABXR, AND LC‐30AD NEXERA.

6 34‐36‐03472 OPTIMIZE PLUNGER SEAL FOR LC‐20AD SHIMADZU

DETAIL SPECIFICATIONS:

2 set/pack

Made from ITB™ PTFE Plunger Seal Improved PTFE Blend.

WARRANTY COMPATIBLE WITH ORIGIN PARTS FOR LC‐

20AD, LC‐10AD, AND LC‐10ADVP.

7 34‐36‐00856 OPTIMIZE UHPLC PLUNGER SEAL FOR LC‐30AD SHIMADZU

DETAIL SPECIFICATIONS:

2 set/pack

Made from UHMW‐PE Plunger Seal Improved PTFE Blend.

WARRANTY COMPATIBLE WITH ORIGIN PARTS FOR LC‐

20ADXR, LC‐20ABXR, AND LC‐30AD NEXERA.

8 228‐16000‐84 SHIMADZU FERRULE

9 15‐20‐03930 OPTIMIZE UHPLC HYBRID TITANIUM NUT AND FERRULE 

FOR PRESSURE 20,000 PSI

II. HPLC AND UHPLC SHIMADZU SPARE PARTS

NO. ITEM

Note: Picture and color only illustration, may be different depend on stock and 

specifications.
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